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GENERAL PROJECT NOTES

10.

1.

12.

13.

14.

15.

16.

17.

THE SUBMISSION OF PRICING SHALL EVIDENCE THAT THE
CONTRACTOR HAS FULLY EVALUATED POTENTIAL PROBLEMS AND
LATER ADDITIONAL COST CLAIMS FOR LABOR, EQUIPMENT, MATERIAL
OR HARDSHIP WILL NOT BE CONSIDERED.

THE DOCUMENTS AND DRAWINGS ARE COMPLIMENTARY IN NATURE.
WHAT IS CALLED FOR BY ONE IS BINDING BY ALL. INFORM JDAVIS
INTERIOR DESIGNER OF ANY DISCREPANCIES SHOULD THEY OCCUR.

ELEVATIONS, DETAILS, AND SECTIONS FOR TYPICAL CONDITIONS ARE
GENERALLY REFERRED TO (ON THE PLAN, ELEVATION OR DETAIL
WHERE THEY FIRST OCCUR), AND ARE TYPICAL FOR LIKE CONDITIONS
THROUGHOUT, UNLESS OTHERWISE INDICATED.

"TYPICAL" MEANS TYPICAL FOR ALL SIMILAR CONDITIONS, UNLESS
OTHERWISE NOTED.

"SIMILAR" MEANS REFERENCED ITEM IS SIMILAR IN NATURE TO ACTUAL
DETAIL, SECTION OR ELEVATION (i.e. OPPOSITE-HAND, REVERSE
DIRECTION, ETC.).

RESTRICT CONSTRUCTION WORK, STAFF, MATERIAL, AND DEBRIS TO
THE CONTRACT PREMISES AND AS AUTHORIZED BY BASE BUILDING
REPRESENTATIVE.

GC OBTAIN ALL REQUIRED PERMITS.

ALL WORK PERFORMED SHALL BE DONE IN ACCORDANCE WITH ALL
APPLICABLE CODES AND REGULATIONS. NOTHING IN THE DRAWINGS
OR RELATED DOCUMENTS IS TO BE CONSTRUED AS REQUIRING OR
PERMITTING WORK THAT IS CONTRARY TO CODE REQUIREMENTS.

MANUFACTURER'S SUGGESTED METHODS OF INSTALLATION SHALL
TAKE PRECEDENCE OVER METHODS RECOMMENDED ON THE
CONSTRUCTION DOCUMENTS.

COORDINATE THE ARRIVAL AND STORAGE OF MATERIALS.

CONFIRMATION OF LONG-LEAD ITEMS SHALL BE SUBMITTED TO JDAVIS
INTERIOR DESIGNER AND OWNER'S REPRESENTATIVE FOR APPROVAL
WITH BID SUBMISSION.

CONTRACTOR TO COMPLY WITH BUILDING OWNERS' CONSTRUCTION
RULES, RESTRICTIONS, REGULATIONS AND HOURS OF OPERATION. TO
INCLUDE RESTRICTIONS AND ALLOWANCES CONCERNING OFF-HOURS
ACTIVITIES SUCH AS FLOOR CORING, MATERIAL DELIVERIES AND SHOT
ANCHOR INSTALLATIONS. COORDINATE WITH BUILDING OWNER
REPRESENTATIVE FOR ADDITIONAL INFORMATION.

UPON COMPLETION OF THE WORK, CONTRACTOR SHALL NOTIFY
JDAVIS INTERIOR DESIGNER TO PREPARE A "PUNCH LIST" OF
CORRECTIONS AND UNSATISFACTORY AND/OR INCOMPLETE WORK.
JDAVIS INTERIOR DESIGNER SHALL PREPARE ONE PUNCH LIST AND
SHALL PERFORM ONE SUBSEQUENT REVIEW OF COMPLETED WORK.
SHOULD MORE THAN ONE PUNCH LIST OR MORE THAN ONE
SUBSEQUENT REVIEW BE NECESSARY BECAUSE OF UNTIMELY OR
INCOMPLETE WORK BY THE CONTRACTOR, THE ADDITIONAL TIME BY
JDAVIS INTERIOR DESIGNER SHALL BE AT THE CONTRACTOR'S SOLE
EXPENSE.

OCCUPANT MOVE-IN DATE SHALL BE APPROVED BY OWNERS
REPRESENTATIVE. CONTRACTOR TO COMPLETE A FINAL CLEAN PRIOR
TO MOVE-IN. TO INCLUDE REMOVAL OF TEMPORARY PROTECTIONS,
WIPING DOWN, CLEANING GLASS, WASHING, WAXING, VACUUMING, AND
ANY OTHER SERVICE WHICH WOULD BE PERFORMED UNDER BUILDING
STANDARD CLEANING AND MAINTENANCE PROGRAMS.

CONTRACTOR TO WARRANTY WORK PERFORMED FOR MINIMUM OF
ONE YEAR FROM THE DATE OF FINAL ACCEPTANCE.

MAINTAIN CONTINUOUS SERVICE TO ALL UTILITIES AND FEEDS
SERVING ADJACENT BUILDINGS, IF APPLICABLE. SERVICES TO BE
UNINTERRUPTED TO ALLOW FOR TYPICAL BUSINESS OPERATIONS.

FULL INTERIOR DESIGN PROJECT SCOPE IS SHOWN AT PLANS,
ELEVATIONS AND DETAILS. WORK IS TO BE COMPLETED IN ONE PHASE.

18.  GC SHALL FULLY ACQUAINT HIMSELF WITH CONDITIONS OF CONTRACT.

19.  (3) COPIES OF SUBMITTALS, INCLUDING SHOP DRAWINGS, SCHEDULES,
CATALOG CUTS, AND SAMPLES, SHALL BE SUBMITTED TO JDAVIS
INTERIOR DESIGNER FOR REVIEW PRIOR TO PROCUREMENT,
FABRICATION, AND/OR INSTALLATION OF ALL MATERIALS,
COMPONENTS AND/OR SYSTEMS. SUBMITTALS SHALL BE PROVIDED
FOR ALL INTERIOR DESIGN WORK. REFER TO ENGINEERING
DRAWINGS FOR ADDITIONAL SUBMITTAL REQUIREMENTS.

SHOP DRAWINGS SHALL BE SUBMITTED IN THE FOLLOWING SCALES:
A. OVERALL PLANS AND ELEVATIONS: 1/4"=1-0"
B. PLANS AND ELEVATIONS OF COMPONENTS: 1" = 10"
C. DETAILS: MINIMUM 3" = 1'- 0"
D. TYPICAL PROFILES FOR EACH PIECE: FULL SCALE

DELIVER ALL SUBMITTALS TO:
JDAVIS ARCHITECTS

ATTN: MEGAN ARMENTROUT
510 S. WILMINGTON STREET
RALEIGH, NC 27601

ELECTRONIC COPIES SENT TO:

MEGAN ARMENTROUT

MEGANA@JDAVISARCHITECTS.COM

ALL SUBMITTALS SHALL INCLUDE PROJECT NAME AND JDAVIS
PROJECT NUMBER (FOUND ON SHEET TITLEBLOCK) WITH EACH
SUBMISSION. SUBMITTALS SHALL BE DISTRIBUTED IN EITHER PAPER
OR ELECTRONIC PDF FORMAT.

CONTRACTOR IS RESPONSIBLE FOR REVIEW AND APPROVAL OF
SUBMITTALS FOR CONFORMANCE WITH THE CONTRACT DOCUMENTS
AND COORDINATION WITH ALL ASSOCIATED WORK INDICATED ON
DRAWINGS PRIOR TO SUBMISSION TO JDAVIS INTERIOR DESIGNER
FOR REVIEW. CONTRACTOR SHALL PROVIDE THEIR STAMP ON ALL
SUBMITTALS PRIOR TO SUBMISSION AS CONFIRMATION THAT SUCH
REVIEW AND APPROVAL HAS TAKEN PLACE. JDAVIS ARCHITECTS
SHALL REVIEW AND RETURN SUBMITTALS WITHIN TEN WORKING DAYS
FROM DATE OF SUBMITTAL RECEIPT FROM CONTRACTOR.

21.  CONTRACTOR SHALL PREPARE AND SUBMIT REQUESTS FOR
INFORMATION (RFI'S) AS SOON AS THE NEED FOR CLARIFICATION OR
ADDITIONAL INFORMATION IS DISCOVERED. ALL RFI'S ARE TO BE SUBMITTED

ELECTRONICALLY IN PDF FORMAT ON CONTRACTOR LETTERHEAD TO
JDAVIS ARCHITECTS, AND INCLUDE PROJECT NAME, JDAVIS PROJECT
NUMBER, DATE, NAME OF CONTRACTOR, NAME OF ARCHITECT, RFI
NUMBER, RFI SUBJECT, = REFERENCE DRAWING/DETAIL NUMBERS AS
REQUIRED, AND DESCRIPTION OF APPLICABLE FIELD CONDITIONS. JDAVIS
WILL REVIEW ALL SUBMITTED RFI'S AND RETURN WITH RESPONSE
ELECTRONICALLY IN PDF FORMAT WITHIN FIVE  FULL WORKING DAYS FROM
DATE OF RFI'S DISTRIBUTION.

22.  THE GENERAL CONTRACTOR SHALL VERIFY ALL INTERIOR DESIGN
DIMENSIONS, LOOKING FOR ANY CONFLICTS OR OMISSIONS BETWEEN

THE CONSTRUCTION DOCUMENTS AND FIELD CONDITIONS, BEFORE

COMMENCING WITH ANY WORK AND REQUEST CLARIFICATION.

23.  DIMENSIONS, NOTES, FINISHES AND FIXTURES SHOWN ON TYPICAL
PLANS, SECTIONS, OR DETAILS SHALL APPLY TO SIMILAR,
SYMMETRICAL OR OPPOSITE PLANS, SECTIONS OR DETAILS.

24.  DIMENSIONS NOTED "CLR" ARE TO BE CLEAR FROM FACE OF FINISH
MATERIAL ~ TO FACE OF FINISH MATERIAL OR CENTERLINE OF FIXTURE AND
ARENOT  ADJUSTABLE WITHOUT APPROVAL OF INTERIOR DESIGNER.

25.  PROVIDE SEALANT AROUND WINDOWS, DOOR JAMBS & HEADS, AND
ADJACENT  CONSTRUCTION

26.  WOOD IN CONTACT WITH CONCRETE OR MASONRY SHALL BE
PRESSURE  PRESERVATIVE TREATED.

27. ALL MATERIALS AND/OR EQUIPMENT SHALL BE INSTALLED/USED IN
ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS AND/OR
RECOMMENDATIONS.

28.  THESE DRAWINGS DO NOT CONTAIN REQUIREMENTS FOR JOB SAFETY.
ALL  PROVISIONS FOR SAFETY SHALL BE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR.

29.  THE GENERAL CONTRACTOR SHALL MAINTAIN A CURRENT AND
COMPLETE SET OF CONSTRUCTION DRAWINGS ON SITE DURING ALL
PHASES OF CONSTRUCTION FOR USE BY ALL TRADES.

30.  GLASS PARTITIONS, TEMPERED GLASS AS REQ'D BY CODE ADJACENT
TO  DOORS & EXITWAYS.

FINISH PLANS

PARTITION PLANS
1. DO NOT SCALE DRAWINGS. 13. GWB SOFFIT HEIGHT SHALL BE MEASURED FROM THE HIGH POINT
OF THE PATCHED FLOOR SLAB IN THE SOFFIT AREA. ALL SOFFITS IN
2. FURNITURE VENDOR TO FIELD VERIFY PRIOR TO ORDERING SAME ROOM OR ALONG SAME PASSAGEWAY TO ALIGN.
FURNITURE
14, GLASS LIGHT KIT TO RATED DOORS TO COMPLY WITH RATING AND

3. VERIFY ALL FIELD DIMENSIONS AND INFORM INTERIOR DESIGNER OF SAFETY GLAZING REQUIREMENTS 715.4.7.4
ANY DISCREPANCIES BEFORE BEGINNING CONSTRUCTION.

15, WHERE SCHEDULED PARTITION TYPE IS TO BE FINISHED WITH

4. PROVIDE AND INSTALL ALL NEW CONSTRUCTION TO MEET APPLICABLE CERAMIC
CODE REGULATIONS. OR PORCELAIN TILE OR IS LOCATED IN A WET APPLICATION AREA, OMIT

GWB AND PROVIDE CEMENT BOARD PRODUCT. WHERE SCHEDULED

5. INSTALL PARTITIONS TO CONFORM TO MANUFACTURERS' PARTITION IS LOCATED IN AN AREA OF HIGH HUMIDITY, OMIT GWB AND

INSTRUCTIONS, ANCHORED FIRMLY TO SLAB, AND TIGHTLY PROVIDE GREENBOARD TYPE PRODUCT.
SECURED TO CEILING SUSPENSION SYSTEM OR DECK ABOVE.
16.  JDAVIS INTERIOR DESIGNER'S APPROVAL SHALL BE RECEIVED

6. SET FINISH DOOR OPENINGS IN ALL PARTITIONS 6" FROM ADJACENT, BEFORE PROCEEDING WITH THE INSTALLATION OF FIXTURES,
PERPENDICULAR PARTITION, UNLESS OTHERWISE INDICATED. SWITCHES, AND OTHER SIMILAR ITEMS IN LOCATIONS OTHER THAN

THOSE SHOWN ON THE DRAWINGS. PLAN AND PROVIDE METAL STUD

7. DIMENSIONS NOTED AS "HOLD" INDICATE REQUIRED UNOBSTRUCTED LOCATIONS TO PERMIT INSTALLATION OF RECESSED WALL ITEMS AND

DISTANCE FROM FINISH FACE TO FINISH FACE. DEVIATION GREATER TO YIELD ALIGNED DEVICES THROUGHOUT.
THAN 1/4" WILL RESULT IN REJECTION OF WORK.
17. ALL PARTITIONS TO BE "LEVEL 4" FINISH THROUGHOUT. PROVIDE

8. MAINTAIN REQUIRED ACOUSTICAL RATINGS WHEREVER "LEVEL 5" FINISH AT AREAS OF APPLIED VINYL GRAPHICS AND
PARTITIONS PENETRATING FINISHED CEILING ARE PIERCED BY WRITABLE WALL PAINT WHEN PRESENT AND WHERE CALLED OUT ON
CABLE TRAY, CONDUIT, DUCTS, PIPES, OR STEEL. PLAN.

9. ALL DOOR NUMBERS TO MATCH ROOM NUMBERS INTO WHICH 18.  PROVIDE ADA-COMPLIANT IDENTIFICATION SIGNAGE WHERE
THEY SWING, UNLESS NOTED OTHERWISE. REQUIRED BY CODE. TO INCLUDE, BUT NOT LIMITED TO, MEN'S TOILET

ROOMS, WOMEN'S TOILET ROOMS, UNISEX TOILET ROOMS, FIRE STAIR

10.  GLASSLIGHT KITS TO EXISTING DOORS TO BE TEMPERED GLASS. ENTRY DOORS, MECHANICAL ROOMS, AND ELECTRICAL ROOMS.

SIGNAGE TO INCORPORATE BRAILLE AND RAISED CHARACTERS AT ALL

11, UNLESS OTHERWISE NOTED, DIMENSIONS ARE TO FINISH FACE OF SIGNS PLUS UNIVERSAL PICTOGRAMS AT TOILET ROOMS.

PARTITION, CENTER LINE OF COLUMN OR CENTER LINE OF WINDOW COORDINATE CUSTOM BACKGROUND COLOR AND FONT STYLE WITH
MULLION. INTERIOR DESIGNER..

12. CONCEALED BLOCKING IN PARTITIONS TO BE PROVIDED IN AREAS 19.  PROVIDE CONTROL JOINTS IN GWB FACES, TAPED AND SPACKLED
WHERE REQUIRED. THESE AREAS TO INCLUDE, BUT ARE NOT SMOOTH. FULLY FINISH TO MATCH ADJACENT SURFACE. FOR
LIMITED TO, OPEN SHELVING, CLOSED SHELVING, COAT RODS, VERTICAL PARTITION SURFACES, PROVIDE CONTROL JOINTS
SHELVES, CABINETRY, COUNTERS, MOUNTED TV'S, DOOR FRAMES, EQUALLY SPACED NOT MORE THAN 30 FEET ON CENTER. FOR
HEADERS, AND SUPPORT OF TRIM, ETC... ALL WOOD BLOCKING SHALL HORIZONTAL CEILING SURFACES, PROVIDE CONTROL JOINTS
BE FIRE-RETARDANT IN ACCORDANCE WITH SECTION 603 OF THE IBC. EQUALLY SPACED NOT MORE THAN 50 FEET ON CENTER. FOR ALL

SURFACES, WHERE NEW CONSTRUCTION CROSSES OR INTERSECT
WITH BASE BUILDING CONSTRUCTION CONTROL JOINTS IN FLOOR
SLABS OR VERTICAL CONSTRUCTION, PROVIDE NEW CONTROL
JOINTS TO ALIGN WITH EXISTING.

20.  COORDINATE ALL CONSTRUCTION WALLS WITH EXISTING MECHANICAL
DUCTWORK AND EQUIPMENT PRIOR TO CONSTRUCTION.

21. ALL DIMENSIONS INDICATED ARE TO FINISH FACE OF PARTITIONS

REFLECTED CEILING PLANS

1. CEILINGS IN ALL AREAS UNDER CONTRACT TO BE INSTALLED IN STRICT 6. ALL DIMENSIONS ARE TO CENTERLINE OF FIXTURE, UNLESS NOTED

ACCORDANCE WITH MANUFACTURERS' SPECIFICATIONS, LOCAL OTHERWISE.
BUILDING CODES AND ALL OTHER APPLICABLE CODES.
7. MOUNT ALL LIGHT SWITCHES AT 44" ABOVE FINISH FLOOR TO CENTER

2. VERIFY ALL CEILING HEIGHTS AND CEILING PLENUM CLEARANCES TO LINE OF SWITCH. LOCATE 6" FROM HANDSET SIDE OF DOOR FRAME.
ASSURE FINISHED CEILING HEIGHTS CALLED OUT ON JDAVIS
DOCUMENTS. ANY DISCREPANCIES SHALL BE BROUGHT TO INTERIOR 8. WHEN MORE THAN ONE LIGHT SWITCH OR CONTROL SWITCH OCCURS
DESIGNER'S ATTENTION IMMEDIATELY, PRIOR TO COMMENCEMENT OF IN ONE LOCATION, GANG SWITCHES TOGETHER AND PROVIDE A
WORK. COMMON SWITCH PLATE COVER.

3. ANY CONFLICTS OR DISCREPANCIES AMONG FIXTURES, FIRE AND 9. ALL CEILING FIXTURES TO BE CENTERED ON LAY-IN PANELS IN
SMOKE DETECTION DEVICES, HVAC OR OTHER CONDITIONS SHALL BE SUSPENDED CEILING AREAS AS SHOWN, UNLESS NOTED OTHERWISE.
BROUGHT TO THE ATTENTION OF JDAVIS INTERIOR DESIGNER FOR
CLARIFICATION. 10.  PROVIDE ADDITIONAL BLOCKING AND/OR ANCHORING ABOVE CEILINGS

AS REQUIRED FOR SUPPORT OF LIGHT FIXTURES.

4. COORDINATE LIGHTING REQUIREMENTS OF FIXTURES MOUNTED

WITHIN ARCHITECTURAL WOODWORK FOR LOCATION, POWER
REQUIREMENTS AND ATTACHMENTS.

NO ACCESS PANELS TO OCCUR AT ANY GWB CEILINGS.

1.

SUBMIT LIGHTING FIXTURE CUT SHEETS TO JDAVIS INTERIOR
DESIGNERS FOR APPROVAL PRIOR TO PURCHASING.

1. REFER TO SHEET 1D4.01 FOR FINISH SCHEDULE.

2. ALL MATERIALS ON FINISH SCHEDULE MUST BE SUBMITTED TO JDAVIS
INTERIOR DESIGNER FOR REVIEW AND APPROVAL PRIOR TO
ORDERING.

3. DEVIATION FROM SPECIFIED MATERIALS AND INSTALLATIONS ARE NOT
PERMITTED UNLESS SUBMITTED IN A TIMELY FASHION AND APPROVED
BY JDAVIS INTERIOR DESIGNER PRIOR TO MODIFICATION.

4. ALL CARPET TO BE DIRECT GLUE-DOWN INSTALLATION AS
RECOMMENDED BY MANUFACTURER. COMPLY WITH CRI 104.

5. CONTRACTOR TO SUBMIT FULL SIZE SAMPLES OF EACH SPECIFIED
CARPET TILE. LABEL SAMPLES TO IDENTIFY COLOR, QUALITY OF
CONSTRUCTION, MANUFACTURER, PROJECT NAME, AND GENERAL
AREA OF INSTALLATION.

6. CONTRACTOR TO SUBMIT FULL SIZE SAMPLES OF EACH SPECIFIED
PROCELAIN AND CERAMIC TILE. LABEL SAMPLES TO IDENTIFY COLOR,
QUALITY OF CONSTRUCTION, MANUFACTURER, PROJECT NAME, AND
GENERAL AREA OF INSTALLATION.

7. FLOORING THRESHOLDS TO BE SEAMED UNDER CENTERLINE OF DOOR
IN CLOSED POSITION. PROVIDE REDUCER/TRANSITION STRIP TO
MATCH FLOORING.. SUBMIT SAMPLE OF REDUCER/TRANSITION STRIP
TO JDAVIS FOR APPROVAL PRIOR TO INSTALLATION.

8. FLOORING TO SLAB THRESHOLD TO BE SEAMED UNDER CENTERLINE
OF DOOR IN CLOSED POSITION. PROVIDE REDUCER/TRANSITION STRIP
TO MATCH FLOORING. SUBMIT SAMPLE OF REDUCER/TRANSITION
STRIP TO JDAVIS FOR APPROVAL PRIOR TO INSTALLATION.

9. PROVIDE FLOORING LAYOUT OF ALL SPECIFIED FLOORING TO JDAVIS
INTERIOR DESIGNER FOR REVIEW PRIOR TO FLOORING ORDER.

10.  INSTALLED CARPET, TILE, AND ALL OTHER FLOORING FINISHES SHALL
BE PROTECTED WITH BROWN PAPER OR PLASTIC SHEETING FOR
DURATION OF CONSTRUCTION.

11, ALL NEW WALL BASES TO BE AS SCHEDULED.
12.  ALL RESILIENT BASE TO BE STRAIGHT EDGE WITH ALL FINISHES.

13. ALL RESILIENT BASE TO BE PURCHASED IN 100" ROLLED STOCK, NOT
48" INDIVIDUAL LENGTHS.

14. CONTINUOUS ADHESION REQUIRED BETWEEN WALL AND BASE.
INSTALLED BASE MUST BE SMOOTH WITH NO RIPPLES. NO SEAMS
TO BE WITHIN 48" OF INSIDE OR OUTSIDE CORNERS.

15.  SEAMS IN RESILIENT BASE AT OUTSIDE CORNERS ARE NOT
PERMITTED.

16.  TOP EDGES OF DISSIMILAR BASE MATERIALS SHALL ALIGN.

17. SUBMIT SAMPLES OF EACH SPECIFIED RESILIENT BASE, RESILIENT TILE
AND/OR RESILIENT SHEET TYPE. TILE AND SHEET SAMPLES SHALL BE
12" X12".

18.  UNLESS NOTED OTHERWISE, ALL CLOSETS TO BE FINISHED TO MATCH
ADJOINING SPACE.

19.  FINISHING AT GWB TO BE ONE COAT OF INTERIOR LATEX BASE PRIMER
COATAND  TWO COATS OF INTERIOR LATEX BASE PAINT. PRIMER COAT TO
BE TINTED SIMILAR  TO FINISH COAT COLOR. PROVIDE ADDITIONAL PRIMER
COATASREQUIRED TO ~ CONCEAL EXISTING FINISHES. FINISH TO BE
EGGSHELL, UNLESS NOTED OTHERWISE.

ACCESSIBILITY NOTES

20.  FINISHING AT METAL SURFACES, DOOR FRAMES, AND WOOD RUNNING
TRIMSTO  BE ONE COAT ALKYD BASE PRIMER AND TWO COATS ALKYD
BASE PAINT. PRIMER COAT TO BE TINTED SIMILAR TO FINISH COAT.
PROVIDE ADDITIONAL COATS AS  REQUIRED TO CONCEAL EXISTING
FINISHES OR BASE MATERIAL. FINISH TO BE SEMI-GLOSS.

21, SUBMIT 12" X 12" SAMPLES OF EACH SPECIFIED PAINT COLOR AND
FINISHTO JDAVIS FOR APPROVAL PRIOR TO INSTALLATION.

22.  SUBMIT 12" X 12" SAMPLES OF EACH WALL COVERING TO JDAVIS
INTERIOR DESIGNER FOR APPROVAL PRIOR TO PURCHASE. ALL WALL
COVERING TO BE OF SAME DYE LOT WITHIN OWN TYPE.

23.  ALL GWB SCHEDULED TO RECEIVE WALL COVERING TO BE PRIMED
ACCORDING TO WALL COVERING MANUFACTURER'S
RECOMMENDATIONS PRIOR TO INSTALLATION. WALL COVERING
INSTALLATION TO BE FREE FROM BUCKLES, BLISTERS, WRINKLES,
LOOSE EDGES, OPEN SEAMS OR STAINS. CONTRACTOR TO USE NEW
BLADE FOR EACH WALL COVERING CUT REQUIRED ON SITE.

24, UNLESS NOTED OTHERWISE, ALL NEW CEILINGS TO BE GWB.

25.  UNLESS NOTED OTHERWISE, ALL GWB CEILINGS AND SOFFITS TO BE
PAINTED AS SCHEDULED.

26.  MATERIAL AND FABRICATION OF ALL MILLWORK SHALL BE IN
ACCORDANCE WITH THE ARCHITECTURAL WOODWORKING INSTITUTE
(AWI) STANDARDS OF CONSTRUCTION FOR PREMIUM GRADE
MILLWORK AS MINIMUM CRITERIA.

27. ALL HIGH PRESSURE DECORATIVE LAMINATE (HPDL) WORK SHALL
COMPLY WITH AWI SECTION 400. LAMINATE SUBSTRATE SHALL BE
MEDIUM DENSITY PARTICLE BOARD OR MEDIUM DENSITY FIBERBOARD.
HPDL TYPE 'HGS' SHALL BE USED ON HORIZONTAL SURFACES. HPDL
TYPE 'VGS' SHALL BE USED ON ALL VERTICAL SURFACES. CABINET
INTERIORS SHALL RECEIVE THERMO SET DECORATIVE OVERLAY
(MELAMINE) IN COLOR AS DIRECTED BY DESIGN PROFESSIONAL. ALL
SHELVING SHALL COMPLY WITH AWI SECTION 600.

28.  PROVIDE 135 DEGREE, FRAMELESS CONCEALED HINGES (EUROPEAN
STYLE) AND HEAVY-DUTY, FULL-EXTENSION DRAWER GLIDES ONLY.
WHERE
MILLWORK IS ADJACENT TO PERPENDICULAR PARTITION OR
OBSTRUCTION, PROVIDE 94 DEGREE OPEN ANGLE HINGE AT CABINET
DOORS THAT SWING INTO OBSTRUCTION, TYPICAL. HARDWARE AND
GLIDE CUT SHEETS SHALL BE SUBMITTED WITH SHOP DRAWINGS FOR
APPROVAL.

29.  CABINETS SHALL BE INSTALLED WITH CONCEALED HANGING METHODS
ONLY.

30.  EXPOSED FINISHED SURFACES (JAMBS, SOFFITS, COUNTERTOPS,
CABINETRY, ETC.) SHALL BE PROTECTED WITH DROP CLOTHS OR
CARDBOARD ENCLOSURES FOR THE DURATION OF CONSTRUCTION TO
PREVENT DAMAGE, AND WEAR.

31. WARRANTY INFORMATION (PROVIDED BY MANUFACTURER AND
SUBCONTRACTORS) AND MANUFACTURER TECHNICAL DATA (CARE
AND MAINTENANCE) FOR ALL MATERIALS ON FINISH SCHEDULE SHALL
BE SUBMITTED TO OWNER'S REPRESENTATIVE PRIOR TO JOB
COMPLETION.

32. SUBMIT 9" X 9" (MIN.) STAINED WOOD SAMPLES OF EACH SPECIES AND
CUT OF WOOD TO JDAVIS INTERIOR DESIGNER FOR APPROVAL PRIOR
TO FABRICATION. PROVIDE "STEP SAMPLES" TO DEMONSTRATE
FINISHING RANGE SHOWING ONE SHADE LIGHTER THAN ARCHITECT'S
CONTROL SAMPLE, ONE SHADE DARKER THAN CONTROL SAMPLE, AND
ONE TO EXACTLY MATCH INTERIOR DESIGNER'S CONTROL SAMPLE.

33.  ALL FINISHES TO COMPLY WITH NCBC T803.11.

1. PRIMARY ENTRANCES TO BUILDING WILL BE FULLY HANDICAP
ACCESSIBLE. ACCESSIBLE ENTRANCES WILL BE PROVIDED WITH
SIGNS WITH THE INTERNATIONAL SYMBOL OF ACCESSIBILITY.

2. ALL HORIZONTAL WALKING SURFACES TO BE CONTINUOUS AND
WITHOUT ABRUPT VERTICAL CHANGES EXCEEDING 1/4 IN. MAXIMUM.
ALL HORIZONTAL WALKING SURFACES WILL BE MAINTAINED SLIP
RESISTANT

3. WALKS WILL BE PROVIDED WITH A LEVEL AREA NOT LESS THAN 60
INCHES X 60 INCHES AT ADOOR OR GATE THAT SWINGS TOWARD THE
WALK AND NOT LESS THAN 48 INCHES X 44 INCHES DEEP AT ADOOR
OR GATE THAT SWINGS AWAY FROM THE WALK. SUCH WALKS WILL
EXTEND 24 INCHES TO THE SIDE OF THE STRIKE EDGE OF A DOOR OR
GATE THAT SWINGS TOWARD THE WALK.

4. DOORS WILL HAVE A CLEAR OPENING OF NOT LESS THAN 32 INCHES
WHEN OPEN AND WILL BE OPERABLE BY A SINGLE EFFORT.

5. THE FLOOR OR LANDING ON EACH SIDE OF AN EXIT DOOR WILL BE
LEVEL AND CLEAR. THE LEVEL AREA WILL HAVE ALENGTH IN THE
DIRECTION OF DOOR SWING OF AT LEAST 44 INCHES AND A LENGTH
OPPOSITE OF 44 INCHES, AS MEASURED AT RIGHT ANGLES TO THE
PLANE OF THE DOOR IN A CLOSED POSITION.

6. THE WIDTH OF THE LEVEL AREA ON THE SIDE TO WHICH THE DOOR
SWINGS WILL EXTEND 24 INCHES PAST THE STRIKE EDGE OF THE
DOOR FOR EXTERIOR DOORS AND 18 INCHES PAST THE STRIKE EDGE
FOR INTERIOR DOORS.

7. HAND ACTIVATED DOOR OPENING HARDWARE WILL BE CENTERED
BETWEEN 34 INCHES AND 44 INCHES A.F.F.. LATCHING AND LOCKING
DOORS WILL BE OPERABLE WITH A SINGLE EFFORT BY LEVER TYPE
HARDWARE, BY PANIC BARS OR PUSH-PULL ACTIVATING BARS.
LOCKED EXIT DOORS WILL OPERATE AS ABOVE IN EGRESS DIRECTION.

8. MAXIMUM EFFORT TO OPERATE DOORS WILL NOT EXCEED 8. 5 LBS.
FOR EXTERIOR DOORS AND 5 LBS. FOR INTERIOR DOORS. SUCH PULL
OR PUSH EFFORT BEING APPLIED AT RIGHT ANGLES TO HINGED
DOORS AND AT CENTER PLANE OF SLIDING OR FOLDING DOORS.
COMPENSATING DEVICES OR AUTOMATIC DOOR OPERATORS MAY BE
UTILIZED/REQUIRED TO MEET THE ABOVE STANDARDS

9. THE BOTTOM 10 INCHES OF ALL DOORS EXCEPT AUTOMATIC AND
SLIDING WILL HAVE A SMOOTH UNINTERRUPTED SURFACE TO ALLOW
THE DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT
CREATING A TRAP OR HAZARDOUS CONDITION. WHERE NARROW
FRAME DOORS ARE USED, A 10 INCH HIGH SMOOTH PANEL WILL BE
INSTALLED ON THE PUSH SIDE OF THE DOOR, WHICH WILL ALLOW THE
DOOR TO BE OPENED BY A WHEELCHAIR FOOTREST WITHOUT
CREATING A TRAP OR HAZARDOUS CONDITION.

10.  THRESHOLDS WILL NOT EXCEED 1/2 INCH IN TOTAL HEIGHT. VERTICAL
FACES WILL NOT EXCEED 1/4 INCH. CHANGE IN LEVEL BETWEEN 7
INCH AND 1/2 INCH WILL BE BEVELED WITH A SLOPE NO GREATER THAN
1:2. CHANGE IN LEVEL GREATER THAN 1/2 INCH WILL BE
ACCOMPLISHED BY MEANS OF A RAMP.

11. PROVIDE MIN. 18" CLEARANCE ON THE STRIKE EDGE OF INTERIOR
DOORS PER SECTION 1004.9.2.3A.

12.  IF AN ACCESSIBLE ROUTE HAS CHANGES IN LEVEL GREATER THAN 1/2",
THEN A CURB RAMP, RAMP, ELEVATOR OR PLATFORM LIFT SHALL BE
PROVIDED. STAIRS SHALL NOT BE PART OF AN ACCESSIBLE ROUTE.

13. INTERIOR PASSAGE DOORS SHALL HAVE HARDWARE CENTERED
BETWEEN 34" AND 44" AF.F., AND BE OPERABLE WITH A SINGLE EFFORT
BY LEVER TYPE HARDWARE.
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